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GENERAL SERVICES ADMINISTRATION 
FEDERAL SUPPLY SERVICE 
AUTHORIZED FEDERAL SUPPLY SCHEDULE CATALOG/PRICELIST 
 
Online access to Products & Information, Up-To-Date Discounted Pricing, and Ordering Information (including electronic delivery 
order) are available through GSA Advantage!.  For more information on ordering from Federal Supply Schedules, click on the FSS 
Schedules button at fss.gsa.gov. 

 

MULTIPLE AWARD SCHEDULE (MAS) 
Large Category Security and Protection (Security Systems) 
SINs: 334290L Physical Access Control Systems (PACS) - Legacy SIN; 238910 Installation and 
Site Preparation Services; OLM Order Level Materials 
 
CONTRACT NUMBER:  GS-07F-0341V 
 
CONTRACT PERIOD:  June 1, 2009 to May 31, 2024 
 
CONTRACTOR:   Barrier1 Systems, Inc.  

8015 Thorndike Road 
Greensboro, NC 27409 

 
(336) 617-8478        Office 
(336) 617-8471        Fax 
www.barrier1.us     Website 

 
 

CONTRACT ADMIN:   Michael Lamore      
   mlamore@barrier1.us 
                                        (336) 362-1980        Cell 

 
Maggie Wheeler 
mwheeler@barrier1.us  
(336) 617-8478        Phone 
 

BUSINESS SIZE:    Small Business 
 

  

 

http://fss.gsa.gov/
https://www.gsaelibrary.gsa.gov/ElibMain/sinDetails.do?scheduleNumber=MAS&specialItemNumber=334290L&executeQuery=YES
http://www.barrier1.us/
mailto:mlamore@barrier1.us
mailto:mwheeler@barrier1.us
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COMPANY OVERVIEW 
 
Barrier1 Systems, Inc. is pleased to present our products and installation offered on this Multiple Award Schedule (MAS) 

Contract.  

 

Cost-Effective Security Solutions with High Performance Results 

 

Barrier1 manufactures innovative products with unique features 

and capabilities. Turnkey services are offered including site 

surveys, engineering, fabrication, installation, and training.  In 

addition, Barrier1 can integrate camera systems, wireless remote 

controls, fence systems, card readers, guard booths, alarms and 

signals, solar power, over speed detection, wrong way detection 

and other related devices. 

 

President, Michael J. Lamore, remains committed to providing 

innovative solutions that meet the needs and requirements of the 

customer.  Our focus is servicing the customer by implementing a security solution that meets the customer's specific 

needs and requirements, while providing a cost-effective approach.  We appreciate your consideration in allowing us to 

assist with your security needs 

 

Research and Development, Testing and Experience  
 

Significant research and development have been performed on each 

of our products. This includes materials testing, engineering design, 

structural analysis, power systems analysis, electronics integration, 

controls, operational analysis, and physical crash testing. Our 

products are crash tested and certified by government approved 

third party testing facilities. Barrier1 specializes in developing and 

implementing security solutions that meet the needs and 

requirements of each customer. Barrier1 employs expertise in 

engineering, welding and metal works, controls, electronics, power 

systems, programming, manufacturing, and construction.  
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CUSTOMER ORDERING INFORMATION  
 

 

1a. Special Item Numbers:   334290L Physical Access Control Systems (PACS) - Legacy SIN 
(SIN)                               238910 Installation and Site Preparation Services 

OLM Order Level Materials 
 

1b. Lowest Priced Item:    See product pricelist. (Pages 15 to 23.) 
 
1c. Hourly Rates:    See Labor Rates and Categories 
 
2. Maximum Order:    SIN 334290L $250,000 per order; SIN 238910 $250,000 per order. This  

“maximum order” is defined as the dollar amount at which it is suggested 
that the ordering agency request higher discounts from the contractor 
before issuing the order. The contractor may: 

1) Offer a new lower price, 
2) Offer the lowest price available under the contract, or 
3) Decline the order within five (5) days. 
 

In accordance with the Maximum Order provisions contained in the 
Schedule, a delivery order may be placed against this GSA Contract even 
though it exceeds the maximum order. 

 
3. Minimum Order:    $0 
 
4. Geographic Coverage:   Domestic 50 States, Washington DC, Puerto Rico, US Territories and to a  
                                                                  CONUS port or consolidation point for orders received from overseas  

    activities 
 
5. Points of Production:   Barrier1 Systems, Inc. 
 (including Inspection  8015 Thorndike Rd 
 Point)    Greensboro, NC 27409 
 
6. Discount from List Prices:   334290L:   10% to 12% for equipment. 

238910:     10%-12% for equipment installation services; 3% for 
supporting labor categories 

   
7. Quantity Discounts:    Volume Dollar Discount offered as follows:  
     SIN 334290L 

• Additional 5% on a single order of 5-29 Shallow Mound Bollards 

• Additional 3% off a single order of 30 plus Shallow Mound Bollards 
(for a total of 8% quantity/volume discount for 30 + shallow mount 
bollards only) 

• Additional 5% for a single order of 5-14 Drop Arm Gates 

• Additional 3% for a single order of 15 + Drop Arm Gates (for a total of 
8% quantity/volume discount for 15 plus drop arm gates only) 
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 SIN 238910 

• Additional 5% off installation costs for 5-29 Shallow Mound Bollards installed in 
same location 

• Additional 3% off a single order for installation costs of 30 plus Shallow Mound 
Bollards installed in same location (for a total of 8% quantity/volume discount) 

• Additional 5% off installation costs for 5-14 Drop Arm Gates installed in same 
location. 

• Additional 3% off a single order for installation costs of 15 + Drop Arm Gates (for a 
total of 8% quantity/volume discount) 

• Additional 5% off installation costs for 5-14 Quick Connect Barriers installed in same 
location 

• Additional 3% off a single order for installation costs of 15+ plus Quick Connect 
Barriers installed in same location (for a total of 8% quantity/volume discount) 

 
8. Prompt Payment Terms:    .5% 20 days; Net 30. Information for Ordering Offices: Prompt payment  
                                                                     terms cannot be negotiated out of the contractual agreement in  
                                                                     exchange for other concessions 
9a. Government purchase  

cards are accepted:    At or below the micro-purchase threshold of $3,000  
     

10. Foreign Items:      none 
 
11a. Time of Delivery:     60 days ARO (may be faster depending upon product) 
 
11b. Expedited Delivery:      45 days ARO (may be faster depending upon product) 
 
11c. Overnight and Two-day Delivery:    Consult with Contractor for rates. 
  
11d. Urgent Requirements:     Consult with Contractor for purpose of requesting  
                                                                                             accelerated delivery. 
 
12. F.O.B Points:       SIN 334290L Origin 
 
13a. Ordering Address:    Barrier1 Systems, Inc. 
       8015 Thorndike Road 
       Greensboro, NC 27409 
 
13b.  Ordering procedures:     For supplies and services, the ordering procedures, 

information on Blanket Purchase Agreements (BPA’s), and 
a sample BPA can be found at the GSA/FSS Schedule 
homepage (fss.gsa.gov/schedules).   

http://www.fss.gsa.gov/schedules
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14. Payment Address:    Barrier1 Systems, Inc.  
       8015 Thorndike Road 
       Greensboro, NC 27409 
  
15. Warranty Provision:      All products receive a 1-year warranty; provide parts 

warranty if materials only are purchased, provide parts 
and labor warranty if materials and installation are 
purchased, no restocking allowed. 

 
 
16. Export Packing Charges:     N/A 
 
17. Terms and conditions of  

Government commercial  
credit card acceptance:     N/A 

 

18. Terms and conditions of  
Government rental, maintenance, 
and repair:       N/A 

 

19. Terms and conditions of  
 Installation:     N/A 
  
20a.   Terms and conditions of repair 

parts indicating date of parts price 
lists and any discounts from list 
prices:        N/A 

 

20b. Terms and Conditions for any other 
 Services:     N/A 
 

21.  List of Service and Distribution 
 Points:      N/A 
 

22.  List of Participating Dealers:   N/A 
 

23. Preventive Maintenance:     N/A 
 

24a. Environmental Attributes:     N/A 
 

24b. Section 508 Compliance:     N/A 
 

25. DUNS Number:      622810302 
 
26. CCR Registration:      Registration is up to date. 
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A. ACTIVE NET BARRIER – www.barrier1.us/products/net-barrier   

BARRIER1 SYSTEMS – PRODUCTS OFFERED (Click  icon at GSA Library - Barrier1 Systems, Inc.) 

 
 

                    Features & Capabilities 

 Crash tested multiple times under ASTM F2656-07  

with M50 P2 certifications. Stops 15,000 lb. vehicle 

impact at 50 MPH. 

 Department of Defense (DoD) approved and listed on 

Anti-Ram Vehicle Barrier List. 

 Net Barrier clear span lengths certified up to 80-feet. 

 Final denial barrier with 2-second deployment and 

automated retraction. 

 Reduced risk of injury. Energy absorption systems 

decelerate vehicle and allow barrier net to “give” upon 

impact (softer stop). 

 Energy absorption systems automatically and 

immediately reset. Systems are reusable. 

 Custom control panels, traffic signals, alarms, warning 

lights, signs, and safety loops to meet final denial barrier 

requirements. 

 No replacement of net or parts after typical impact. Net, 

components, and devices are reusable. 

 Automatic reset of system components without 

downtime after typical impact. 

 Bi-directional vehicle arresting. Certified to stop 15,000 

lb. vehicle at 50 MPH impact from either traffic direction. 

 Arrests low speed and high-speed vehicle impacts. 

 Covered below-pavement housing keeps out debris, 

trash, ice, and protects barrier net. Housing has 

thermostat-controlled heaters and gravity drains. 

 Only 60-amp single phase 110-volt power supply required 

for standard Net Barrier. 

 Compact electrical/mechanical/hydraulic system. All 

components are above ground & inside one (1) 

enclosure. 

 Biodegradable fluid with secondary containment. 

 Smooth driving across retracted barrier. Steel lid only 12” 

wide. Lid follows elevation changes across road. 

 UPS backup power, 20+ cycles without interruption using 

24-volt battery bank. Lights, signals, control panels, etc. 

remain backed up during an outage. 

 Aesthetic enclosures with locking access doors (non-

rusting). Insulated and heated. Custom colors available. 

 Over-speed detection, wrong-way detection, cameras 

with DVR, wireless remote controllers, in-pavement 

lights, trigger sensors, RFID tag activation, and other 

devices are available.  

 Operate Net Barrier using solar power as an option. 

http://www.barrier1.us/products/net-barrier
https://www.gsaelibrary.gsa.gov/ElibMain/contractorInfo.do?contractNumber=GS-07F-0341V&contractorName=BARRIER1+SYSTEMS%2C+INC.&executeQuery=YES
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BARRIER1 SYSTEMS – PRODUCTS OFFERED (Click  icon at GSA Library - Barrier1 Systems, Inc.) 

 
 

 

                    Features & Capabilities 

 Certified with ASTM F2656-07 M30 or M50 rating. M50 

Rated stops 15,000 lb. vehicle at 50 MPH and M30 stops 

15,000 lb. vehicle at 30 MPH.  

 DoD approved and listed on Anti-Ram Vehicle Barrier 

List. 

 Barrier arm clear span lengths up to 34’ are certified by 

ASTM and DoD.  

 Bi-directional vehicle arresting. 

 Delivered pre-assembled and immediately ready to 

offload and operate. Custom concrete blocks are pre-

attached. 

 Barrier arm provides a visual deterrent and is highly 

visible. Arm is safety yellow with retro-reflective stop 

signs & stripes to warn drivers. 

 One person operates the barrier. 

 Raise or lower crash beam vertically AND rotate or 

swing crash beam horizontally up to 16’. Over 16’ can 

be EITHER raised and lowered vertically OR rotated and 

swung horizontally. (Excludes Kit-Based Model KBVB) 

 No digging or disturbance of roadway surface. 

 Manual locking in open and closed positions. 

 Accommodates elevation differences on sides of road. 

 Rotating handles and spring places assist in raising and 

rotating crash beams.  
 Aesthetic covers (non-rusting aluminum).  
 Steel components are hot dipped galvanized.  
 Counterweights are modular and easily adjusted.  
 Simple to use with minimal training. Little to no 

maintenance.  
 Custom enclosure and arm colors are available. 
 
 
 
 
 
 
 
 
 
 
 
 
 

B. MANUAL DROP & SWING CRASH BEAM – www.barrier1.us/products/drop-arm-manual    

https://www.gsaelibrary.gsa.gov/ElibMain/contractorInfo.do?contractNumber=GS-07F-0341V&contractorName=BARRIER1+SYSTEMS%2C+INC.&executeQuery=YES
http://www.barrier1.us/products/drop-arm-manual
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BARRIER1 SYSTEMS – PRODUCTS OFFERED (Click  icon at GSA Library - Barrier1 Systems, Inc.) 

 

 

 

                    Features & Capabilities 

 ASTM Certified. M50 Rated stops 15,000 lb. vehicle at 

50 MPH and M30 Rated stops 15,000 lb. vehicle at 30 

MPH.  

 DoD approved and listed on Anti-Ram Vehicle Barrier 

List. 

 Barrier arm clear span lengths up to 34’ are certified. 

 Raise or lower Crash Beam in about 5.0 seconds (high 

cycle capability). 

 Surface set (no foundations). Accommodates grade 

elevation differences between “hook” & “pivot” side. 

 Pre-fabricated and pre-assembled when delivered. 

Installation is simple and quick (plug and play). 

 Barrier arm is highly visible and provides visual 

deterrent. Safety yellow arm, flashing LED beacon 

lights, retro-reflective striping, and stop signs. 

 Custom control panels, alarms, LED traffic signal, 

safety loops and signs. 

 PLC controlled logic. Trigger loops and timers can be 

provided to meet traffic control requirements.  

 Robust all-weather electric actuator. 

 Electronics panel pre-assembled and ready for power 

connection. 

 Power requirement: One 208/220/230V 1 phase 20A 

and one 110V, 20A. Optional UPS backup power. 

 Automatic electric locking in down position. Manual 

locking also provided. 

 Operate barrier arm manually by one person. 

 Bi-directional stopping capability (ASTM M30 certified 

to stop inbound and outbound vehicle impacts). 

 Spring assisted operation of barrier arm. 

 Exposed steel has hot dip galvanized robust finish. 

 Aesthetic covers with locking access doors (non-rusting 

metals). Custom colors available. 

 Minimal maintenance with high reliability. 

 Cold weather package includes thermostat-controlled 

heaters and 110V, 20 A circuit. 

 Optional card readers, wireless remote controllers 

 

 

 

 

 
 

C. ELECTRIC DROP ARM CRASH BEAM – www.barrier1.us/products/drop-arm-electric    

https://www.gsaelibrary.gsa.gov/ElibMain/contractorInfo.do?contractNumber=GS-07F-0341V&contractorName=BARRIER1+SYSTEMS%2C+INC.&executeQuery=YES
http://www.barrier1.us/products/drop-arm-electric
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BARRIER1 SYSTEMS – PRODUCTS OFFERED (Click  icon at GSA Library - Barrier1 Systems, Inc.) 

 
 
 

                    Features & Capabilities 

 ASTM Certified. M50 Rated stops 15,000 lb. vehicle at 

50 MPH and M30 Rated stops 15,000 lb. vehicle at 30 

MPH. 
 Department of Defense (DoD) approved and listed on 

Anti-Ram Vehicle Barrier List. 
 Mobile Drop Arm Barrier is delivered pre-fabricated 

and pre-assembled, ready to offload and operate. 

 Surface set (no foundations). Accommodates grade 

elevation differences between “hook” & “pivot” sides. 

 Ultra-quiet built-in generator w/ push start controls. 

 About 20 hours operating time with only 3.4 gallons of 

fuel (secondary containment). Easy to refuel. 

 Raise or lower crash beam in about 7 seconds (high 

cycle capability). 

 Barrier arm is highly visibly and provides visual 

deterrent. Safety yellow arm, flashing LED beacon 

lights, retro-reflective striping, and stop signs. 

 Barrier arm clear span lengths certified up to 34 feet. 

 Wireless remote controls to raise and lower barrier 

arm from 1,500+ feet away. 

 PLC controlled logic, touch screen controls, LED traffic 

signal, photo eye detectors, and alarms.  

 Built-in electronics panel. 

 Mobile barrier is easily relocated using forklift & 

operational in about 30 minutes. No disassembly is 

required. 

 Operate barrier arm manually by one person. 

 Robust all-weather electric actuator.  

 Automatic electric locking in down position. Manual 

locking also provided. 

 Bi-directional stopping capability (ASTM M50 certified 

to stop inbound and outbound vehicle impacts.) 

 Spring assisted operation of barrier arm. 

 Exposed steel has hot dip galvanized robust finish. 

 Aesthetic covers with locking access doors (non-

rusting metals). Custom colors available. 

 Minimal maintenance, simple to use, & high reliability. 

 All weather use. 

 Lease options available. 

 

 

 

 

D. MOBILE ELECTRIC DROP ARM CRASH BEAM – www.barrier1.us/products/drop-arm-mobile  

https://www.gsaelibrary.gsa.gov/ElibMain/contractorInfo.do?contractNumber=GS-07F-0341V&contractorName=BARRIER1+SYSTEMS%2C+INC.&executeQuery=YES
http://www.barrier1.us/products/drop-arm-mobile
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BARRIER1 SYSTEMS – PRODUCTS OFFERED (Click  icon at GSA Library - Barrier1 Systems, Inc.) 

 

 

*Available in M50 (K-12) or M30 (K-4) ASTM Certified Crash Rated options 

                    Features & Capabilities 

 Crash tested and certified with ASTM F2656-07 

M30 P1 rating (K-4) or M50 P2 rating (K-12) 

 Department of Defense (DoD) approved and 

listed on Anti-Ram Vehicle Barrier List. 

 One single standalone bollard stops 15,000 lb. 

vehicle at 30 MPH within 1-meter penetration.  

 Unrestricted bollard spacing (any distance), 

while maintaining ASTM M50 P1 certification.  

 Simply set single pre-fabricated bollard in 

excavation and pour concrete (no rebar in 

foundation). 

 No tying, bolting, welding, assembly, or specialty 

subgrade required. 

 Excavation 48” wide by 36” deep with 4000 psi 

concrete. 

 Easy to install with turns and across grade 

elevation changes using standard bollard. 

 Allows for field adjustment. 

 Reduce installation time and cost by about 50% 

 Bi-directional stopping capability.  

 Removeable bollard configuration is available. 

 Variety of bollard covers are available including 

stainless steel, plastic, decorative shapes, 

concrete, lighted covers, and others. 

 Drawings, submittals, engineering support, and 

installation instructions with photos are 

included. 

 

 

 

E. SET & POUR BOLLARDS (SPB) – www.barrier1.us/products/bollards  

https://www.gsaelibrary.gsa.gov/ElibMain/contractorInfo.do?contractNumber=GS-07F-0341V&contractorName=BARRIER1+SYSTEMS%2C+INC.&executeQuery=YES
http://www.barrier1.us/products/bollards
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BARRIER1 SYSTEMS – PRODUCTS OFFERED (Click  icon at GSA Library - Barrier1 Systems, Inc.) 

 

 

*Available in M50 (K-12), M40 (K-8), or M30 (K-4) ASTM Certified Crash Rated options 

                    Features & Capabilities 

 Crash tested and certified with ASTM F2656-07 

M50 (K-12), M40 (K-8), or M30 (K-4) rating. 

 M40 (K-8) and M30 (K-4) are both approved and 

listed on the Department of Defense (DoD) Anti-

Ram Vehicle Barrier List. 

 M50 (K-12) stops a 15,000 lb. vehicle at 50 MPH. 

M40 (K-8) stops a 15,000 lb. vehicle at 40 MPH. 

M30 (K-4) stops a 15,000 lb. vehicle at 30 MPH. 

 Shallow foundation only 12” deep avoids 

underground utilities for M40 and M30 rated 

bollards. (16” if M50 rated is preferred). 

 M50 (K-12) excavation is 72” wide x 16” deep with 

4000 psi concrete (1.65 cy concrete per bollard) 

 M40 (K-8) excavation is 84” wide x 12” deep with 

4000 psi concrete (1.25 cy concrete per bollard). 

 M30 (K-4) excavation is 66” wide x 12” deep with 

3000 psi concrete (1.15 cy concrete per bollard).  

 Only one pre-fabricated bollard unit to set. Allows 

for field adjustments. 

 No field welding, bolted connections, or specialty 

subgrade required during installation.  

 Easily installed with turns and across grade 

elevation changes. 

 Bollard spacing up to 54” on center minimizes 

number of bollards required (fewer bollards 

reduces cost). 

 Variety of bollard covers are available including 

stainless steel, plastic, decorative shapes, 

concrete, lighted covers, and others. 

 Drawings, submittals, engineering support, and 

installation instructions with photos are included. 
 
 
 
 
 
 
 
 
 
 
 

F. SHALLOW FOUNDATION BOLLARDS (SMB) – www.barrier1.us/products/bollards  

https://www.gsaelibrary.gsa.gov/ElibMain/contractorInfo.do?contractNumber=GS-07F-0341V&contractorName=BARRIER1+SYSTEMS%2C+INC.&executeQuery=YES
http://www.barrier1.us/products/bollards
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BARRIER1 SYSTEMS – PRODUCTS OFFERED (Click  icon at GSA Library - Barrier1 Systems, Inc.) 

 
 
 

                    Features & Capabilities    

 Crash tested with ASTM F2656-07 M50 P1 

certification. Stops 15,000 lb. vehicle at 50 mph 

in less than 1 meter. Department of Defense 

(DoD) approved & listed on the Anti-Ram Vehicle 

Barrier List. 

 All electric system with robust actuator (high-

cycle capability). 

 Wedge span lengths from 10-feet to 18-feet. 

Multiple wedge barriers can be installed in series 

across roadway. 

 Custom control panels, traffic signals, alarms, 

warning lights, signs, and safety loops to meet 

final denial requirements and Customer needs. 

 Controls to raise or lower barrier in 5 seconds 

during normal operation or deploy barrier in 2 

seconds for Emergency Fast Operate (EFO). 

 PLC controlled logic allows for field adjustments 

to timing of electronics, alarms, and sequencing 

of lights.  

 Pre-assembled controls cabinet and PLC cabinet. 

 Automatic locking in down position. 

 Heating element controlled by thermostat.  

 Multiple drains provided inside wedge. 

 Customer painting, placards, markings, and hot 

dipped galvanized finish are available. 

 Quick installation. Delivered pre-fabricated and 

pre-assembled. Shallow foundation only 16-1/2 

inches deep. No rebar required in foundation.  

 Components are below pavement. Installed flush 

with roadway for smooth driving across barrier. 

Supports heavy oversized vehicle loads. 

 Minimal electric power supply required. 

Operates using one 208/220/230 volt 20-amp 

single phase, and one 110-volt 20-amp. 

 UPS backup power available. 

 Optional card readers, camera with DVR, wrong 

way detection, overspeed detection, wireless 

remote controllers, RFID tag activation, trigger 

loops & sensors, and other devices. 

 

 

 

 

G. ELECTRIC WEDGE BARRIER – www.barrier1.us/products/electric-wedge  

https://www.gsaelibrary.gsa.gov/ElibMain/contractorInfo.do?contractNumber=GS-07F-0341V&contractorName=BARRIER1+SYSTEMS%2C+INC.&executeQuery=YES
http://www.barrier1.us/products/electric-wedge
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BARRIER1 SYSTEMS – PRODUCTS OFFERED (Click  icon at GSA Library - Barrier1 Systems, Inc.) 

 

 

 

                    Features & Capabilities    

 Crash tested and certified with ASTM F2656-07 M50 (K-

12) or M30 (K-4) rating. M50 P1 is certified to stop a 

15,000 lb. vehicle at 50 mph and M30 P2 is certified to 

stop a 15,000 lb. vehicle at 30 mph. 

 Department of Defense (DoD) approved. M50 listed on 

Anti-Ram Vehicle Barrier List. 

 All electric system with robust actuator (high cycle 

capability). 

 Retractable beam span lengths certified from 15’-10” (1 

lane) to 47’-10” (3 lanes). 

 Raise or lower barrier in 2 seconds as a final denial 

barrier. 

 Rapid cycling capability as a traffic control barrier. 

 Custom control panels, traffic signals, alarms, warning 

lights, signs, and safety loops available. 

 PLS controlled logic allows for field adjustments to 

timing of electronics, alarms, and sequencing of lights. 

 Barrier arm “gives” upon impact and provides reduced 

risk stopping using energy absorption systems. 

 Barrier arm retracts below the pavement across 

roadway. Gravity drains included. 

 Stops inbound and outbound vehicles (bi-directional). 

ASTM M30 crash-tested in both traffic directions. 

 Power supply required is two 220/230/240-volt single 

phase 20-amp and two 110V 20-amp. 

 UPS backup power is available. 

 Retractable beam is modular and easily replaced. 

 Aesthetic enclosures with lockable access doors. 

 Cold weather package includes insulated enclosures, 

thermostat-controlled heaters, sealed doors, and two 

additional 110V 20-amp circuits. 

 Optional card readers, camera with DVR, wrong way 

detection, overspeed detection, wireless remote 

controllers, RFID tag activation, trigger loops & sensors, 

and other devices. 

 Optional placards, markings, custom colors, and hot-

dipped galvanized finishes. 

 

 

 

 

 

 

H. GROUND RETRACTABLE CRASH BEAM – www.barrier1.us/products/ground-retractable-beam  
 

https://www.gsaelibrary.gsa.gov/ElibMain/contractorInfo.do?contractNumber=GS-07F-0341V&contractorName=BARRIER1+SYSTEMS%2C+INC.&executeQuery=YES
http://www.barrier1.us/products/ground-retractable-beam
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BARRIER1 SYSTEMS – PRODUCTS OFFERED (Click  icon at GSA Library - Barrier1 Systems, Inc.) 

 

 

 

                    Features & Capabilities    

 Stops 15,000 lb. vehicle at 30 mph, ASTM M30 P2 

(K-4) engineered (uses crash-tested components). 

 Crash-tested to stop 5,070 lb. vehicle at 40 mph 

(ASTM PU40). 

 One person manually operates. Open or close 

access control point in about 4 minutes. 

 Barrier spans up to 55-feet (4-lane road). 

 Light weight high strength barrier cable is re-usable, 

abrasion proof and UV protected.  

 Cost effective vehicle barrier. Simple to use. 

 Mechanical tensioning device raises and tightens 

cable.  

 Aesthetic, tilt-back enclosures. Non-rusting 

aluminum, lockable in the closed position. 

 Store barrier cable inside locked enclosure. 

 Easy to connect and disconnect. 

 Simple installation and set-up. Prefabricated 

components delivered. Only 2.4 cy of concrete. No 

field welding. No rebar in foundation. 

 All weather use. 

 Minimal maintenance. Simple to operate. High 

reliability. 

 Drawings, submittals, and installation instructions 

provided. Engineering support included. 
 

 
 
 
 

I. QUICK CONNECT CABLE BARRIER – www.barrier1.us/products/quick-connect-cable   
 

https://www.gsaelibrary.gsa.gov/ElibMain/contractorInfo.do?contractNumber=GS-07F-0341V&contractorName=BARRIER1+SYSTEMS%2C+INC.&executeQuery=YES
http://www.barrier1.us/products/quick-connect-cable
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BARRIER1 SYSTEMS – GSA PRODUCT CATALOG & PRICING 
 

 

 
  PRODUCT – FAB, ASSEMBLY, COMPONENTS, ENCLOSURES, LIGHTS, SIGNALS, ACTUATORS, ELECTRONICS & CONTROLS   

GSA Product Number Product Name GSA Price 

    NET-BASED ACTIVE VEHICLE ARRESTOR, FINAL DENIAL – SIN 334290L 

VA-NET300-20 NET-BASED VEHICLE ARRESTOR, ASTM M50, 20' – 29’ NET LENGTH    $     214,005.00  

VA-NET300-30 NET-BASED VEHICLE ARRESTOR, ASTM M50, 30' – 39’ NET LENGTH    $     223,073.05 

VA-NET300-40 NET-BASED VEHICLE ARRESTOR, ASTM M50, 40' – 49’ NET LENGTH    $     232,141.06 

VA-NET300-50 NET-BASED VEHICLE ARRESTOR, ASTM M50, 50' – 59’ NET LENGTH    $     241,209.07 

VA-NET300-60 NET-BASED VEHICLE ARRESTOR, ASTM M50, 60' – 69’ NET LENGTH    $     250,277.08 

VA-NET300-70 NET-BASED VEHICLE ARRESTOR, ASTM M50, 70' – 79’ NET LENGTH    $     259,345.09 

VA-NET300-80 NET-BASED VEHICLE ARRESTOR, ASTM M50, 80' – 89’ NET LENGTH    $     268,413.10 

VA-NET300-90 NET-BASED VEHICLE ARRESTOR, ASTM M50, 90' – 99’ NET LENGTH    $     281,108.31 

VA-NET300-BCP 

BASIC CONTROLS PACKAGE – Includes programmable PLC configured for 

site, one (1) custom main control panel with net deployment & retraction 
buttons for 1 net, LED indicator lights, LED alarms, one (1) outside EFO button 
with flip cover, two (2) LED red/yellow/green traffic signals with retroreflective 
signs and poles, two (2) flashing warning lights with retroreflective signs and 
poles, audible alarm at barrier, and safety loops on each side of net. 

     $     49,375.31 
  

VA-NET300-ACP 

ADVANCED CONTROLS PACKAGE – Includes programmable PLC 

configured for site, one (1) custom main control panel with net deployment & 
retraction buttons for multiple nets, LED indicator lights for each net, LED 
alarms, lockout functions on main control panels, one (1) slave control panel 
overwatch with deployment button and indicator lights, up to three (3) outside 
EFO button with flip cover, up to four (4) LED red/yellow/green traffic signals 
with retroreflective signs and poles, up to four 4) flashing warning lights with 
retroreflective signs and poles, audible alarm at barrier, and safety loops on 
each side of net(s). 

     $     97,526.45 
 
  

    
    TESTING AND COMMISSIONING 

GSA Product Number Product Name GSA Price 

TESTING AND COMMISSIONING – SIN 238910 

B1-INS-OVS 
ONSITE CONFIGURATION OF SYSTEM, PROGRAMMING, 
ADJUSTMENTS, TESTING, TRAINING, AND COMMISSIONING     $      12,151.13 

 
  

ACTIVE NET BARRIER – www.barrier1.us/products/net-barrier   

http://www.barrier1.us/products/net-barrier
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BARRIER1 SYSTEMS – GSA PRODUCT CATALOG & PRICING 
 

 

 
INSTALLATION   
GSA Product Number Product Name GSA Price 

NET-BASED ACTIVE VEHICLE ARRESTOR – INSTALLATION – SIN 238910 

VA-NET300-20-INS NET-BASED VEHICLE ARRESTOR, ASTM M50   20' – 29’ LENGTH $36,272.04 

VA-NET300-30-INS NET-BASED VEHICLE ARRESTOR, ASTM M50   30' – 39’ LENGTH $40,352.64 

VA-NET300-40-INS NET-BASED VEHICLE ARRESTOR, ASTM M50   40' – 49’ LENGTH $45,340.05 

VA-NET300-50-INS NET-BASED VEHICLE ARRESTOR, ASTM M50   50' – 59’ LENGTH $49,874.06 

VA-NET300-60-INS NET-BASED VEHICLE ARRESTOR, ASTM M50   60' – 69’ LENGTH $54,408.06 

VA-NET300-70-INS NET-BASED VEHICLE ARRESTOR, ASTM M50   70' – 79’ LENGTH $58,488.66 

VA-NET300-80-INS NET-BASED VEHICLE ARRESTOR, ASTM M50   80' – 89’ LENGTH $63,476.07 

VA-NET300-90-INS NET-BASED VEHICLE ARRESTOR, ASTM M50   90' – 99’ LENGTH $72,544.08 

 
   OPTIONS 

GSA Product Number Product Name GSA Price 

NET-BASED ACTIVE VEHICLE ARRESTOR – OPTIONS 

B1-SOL 
SIN 334290L 

SOLAR POWERED BARRIER – Includes two (2) 195-watt solar panels, 

charge controllers, meter face, power inverter, cables, connectors, breakers, 
miscellaneous parts and installation at factory on newly ordered units      $     13,420.65  

OSD-500 
SIN 334290L  
  

OVER-SPEED DETECTION AND EARLY WARNING SYSTEM – Digital 

wave radar technology is used to provide continuous over-speed detection of all cars 
traveling within radar zone. The radar zone can be set to detect out a certain distance 
such as 400 feet.  The radar will activate audible alarm when approaching vehicle 
exceeds the pre-set speed. The pre-set alarm activation speed can be set at any speed 
desire such as 20 mph, 25, mph, 30 mph, etc. Audible alarms can be placed at various 
locations and can be automatically turned off at time interval such as 3 seconds, or 
manually turned off.  The security guard receives early warning that a vehicle is 
approaching at high speed, and guard reaction time to deploy the vehicle barrier is 
decreased.  

 $      10,277.08 
 
 
  

OSD-500-INS 
SIN 238910 

OVER-SPEED DETECTION AND EARLY WARNING SYSTEM 
 $        7,858.94  

WWD-100   
SIN 334290L  
  

WRONG WAY DETECTION AND EARLY WARNING SYSTEM – At desired 

location, detection loops are installed across the road about 20 feet apart.   Software is 
connected to loops at node box and connected to audible alarms.  If vehicle hits loops in 
opposite travel direction (wrong way), an audible alarm is activated to provide early 
warning to guards.  Visual alarms can also be integrated.  Multiple wrong way detection 
loops can be installed at various locations with different audible alarm sounds, if wrong 
way detection is needed at multiple locations. This is a proven, reliable wrong way 
detection method. 

 $        5,944.58 
 
  

WWD-100-INS 
SIN 238910 

WRONG WAY DETECTION AND EARLY WARNING SYSTEM 
 $        5,138.54  

 
BARRIER1 SYSTEMS – GSA PRODUCT CATALOG & PRICING 

ACTIVE NET BARRIER – www.barrier1.us/products/net-barrier 

../../../../AppData/Local/Microsoft/Mike/AppData/Local/Microsoft/Windows/Temporary%20Internet%20Files/Content.Outlook/XMH0L1XC/www.barrier1.us/products/net-barrier
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    FABRICATION, ASSEMBLY, COMPONENTS, & CONTROLS  
GSA Product Number Product Name GSA Price 

    MANUAL DROP & SWING CRASH BEAM, ASTM M50 (K-12) – SIN 334290L 
PRE-ASSEMBLED OR KIT-BASED MODEL (KBVB) 

DACB-PAM-120012 DROP ARM GATE 12' – 15’ ASTM M50  $      29,702.77 

DACB-PAM-120016 DROP ARM GATE 16' – 19’ ASTM M50  $      30,944.08 

DACB-PAM-120020 DROP ARM GATE 20' – 23’ ASTM M50  $      32,983.38 

DACB-PAM-120024 DROP ARM GATE 24' – 27’ ASTM M50  $      34,668.01 

DACB-PAM-120028 DROP ARM GATE 28' – 34’ ASTM M50  $      36,263.98 

MANUAL DROP & SWING CRASH BEAM, ASTM M30 (K-4) – SIN 34290L 
PRE-ASSEMBLED OR KIT-BASED MODEL (KBVB) 

DACB-PAM-40012 DROP ARM GATE 12' – 15’ ASTM M30  $      27,042.82  

DACB-PAM-40016 DROP ARM GATE 16' – 19’ ASTM M30  $      28,284.13  

DACB-PAM-40020 DROP ARM GATE 20' – 23’ ASTM M30  $      30,323.43  

DACB-PAM-40024 DROP ARM GATE 24' – 27’ ASTM M30  $     32,008.06 

DACB-PAM-40028 DROP ARM GATE 28' – 31’ ASTM M30  $      33,604.03  

DACB-PAM-40032 DROP ARM GATE 32' – 33’ ASTM M30  $      35,200.00  

DACB-PAM-40034 DROP ARM GATE 34' ASTM M30  $      36,707.30  

B1-SOL 

SOLAR POWERED BARRIER OPTION (contains two (2) 195-watt 
solar panels, charge controllers, meter face, power inverter).  
Includes cables, connectors, breakers, misc. parts and 
installation on newly ordered units  

     $     13,420.65 
 

 
INSTALLATION   

GSA Product Number Product Name GSA Price 

MANUAL DROP & SWING CRASH BEAM – INSTALLATION – SIN 238910 

DACB-PAM-INS12 DROP ARM GATE 12' – 15’; ASTM M50 OR ASTM M30  $        4,433.25 

DACB-PAM-INS16 DROP ARM GATE 16' – 19’; ASTM M50 OR ASTM M30  $        4,916.88 

DACB-PAM-INS20 DROP ARM GATE 20' – 23’; ASTM M50 OR ASTM M30  $        5,481.11 

DACB-PAM-INS24 DROP ARM GATE 24’ – 27’; ASTM M50 OR ASTM M30  $        5,964.74 

DACB-PAM-INS28 DROP ARM GATE 28' – 34’; ASTM M50 OR ASTM M30  $        6,528.97 
 

 
 
 

BARRIER1 SYSTEMS – GSA PRODUCT CATALOG & PRICING 

MANUAL DROP & SWING CRASH BEAM – www.barrier1.us/products/drop-arm-manual  

http://www.barrier1.us/products/drop-arm-manual
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    FABRICATION, ASSEMBLY, COMPONENTS, & CONTROLS  
GSA Product 

Number Product Name GSA Price 

ELECTRIC DROP ARM CRASH BEAM, ASTM M50 (K-12) – SIN 34290L 
PRE-ASSEMBLED AND SURFACE SET 

DACB-ELE-120012 ELECTRIC DROP ARM CRASH BEAM 12' – 15’ ASTM M50  $    43,623.17 

DACB-ELE-120016 ELECTRIC DROP ARM CRASH BEAM 16' – 19’ ASTM M50  $    45,662.47 

DACB-ELE-120020 ELECTRIC DROP ARM CRASH BEAM 20' – 23’ ASTM M50  $    47,701.76 

DACB-ELE-120024 ELECTRIC DROP ARM CRASH BEAM 24' – 27’ ASTM M50  $    49,741.06 

ELECTRIC DROP ARM CRASH BEAM, ASTM M30 (K-4) – SIN 34290L 
PRE-ASSEMBLED AND SURFACE SET 

DACB-ELE-40012 ELECTRIC DROP ARM CRASH BEAM 12' – 15’ ASTM M30  $    45,200.00 

DACB-ELE-40016 ELECTRIC DROP ARM CRASH BEAM 16' – 19’ ASTM M30  $    47,500.00 

DACB-ELE-40020 ELECTRIC DROP ARM CRASH BEAM 20' – 23’ ASTM M30  $    49,800.00   

DACB-ELE-40024 ELECTRIC DROP ARM CRASH BEAM 24' – 27’ ASTM M30  $    52,100.00 

DACB-ELE-40028 ELECTRIC DROP ARM CRASH BEAM 28' – 31’ ASTM M30  $    54,600.00 

DACB-ELE-40032 ELECTRIC DROP ARM CRASH BEAM 32' – 33’ ASTM M30  $    57,100.00 

DACB-ELE-40034 ELECTRIC DROP ARM CRASH BEAM 34' ASTM M30  $    59,800.00 

B1-SOL 

SOLAR POWERED BARRIER OPTION (contains two (2) 195-watt solar 
panels, charge controllers, meter face, power inverter).  Includes 
cables, connectors, breakers, misc. parts and installation on newly 
ordered units  

  $   13,420.65 
 

 
INSTALLATION   

GSA Product 
Number Product Name GSA Price 

ELECTRIC DROP ARM CRASH BEAM – INSTALLATION – SIN 238910 

DACB-ELE-INS12 ELECTRIC DROP ARM CRASH BEAM 12' – 15’; ASTM M50 OR ASTM M30  $       5,851.89 

DACB-ELE-INS16 ELECTRIC DROP ARM CRASH BEAM 16' – 19’; ASTM M50 OR ASTM M30  $       6,029.22 

DACB-ELE-INS20 ELECTRIC DROP ARM CRASH BEAM 20' – 23’; ASTM M50 OR ASTM M30  $       6,206.55 

DACB-ELE-INS24 ELECTRIC DROP ARM CRASH BEAM 24’ – 27’; ASTM M50 OR ASTM M30  $       6,383.88 
 

 

 

 

 

BARRIER1 SYSTEMS – GSA PRODUCT CATALOG & PRICING 

ELECTRIC DROP ARM CRASH BEAM – www.barrier1.us/products/drop-arm-electric  
 

http://www.barrier1.us/products/drop-arm-electric
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    FABRICATION, ASSEMBLY, COMPONENTS, & CONTROLS  
GSA Product Number Product Name GSA Price 

 MOBILE ELECTRIC DROP ARM CRASH BEAM, ASTM M50 (K-12) – SIN 34290L 

DACB-MOB-120012 MOBILE ELECTRIC DROP ARM CRASH BEAM 12' – 15’ ASTM M50  $      43,623.17 

DACB-MOB-120016 MOBILE ELECTRIC DROP ARM CRASH BEAM 16' – 19’ ASTM M50  $      45,662.47 

DACB-MOB-120020 MOBILE ELECTRIC DROP ARM CRASH BEAM 20' – 23’ ASTM M50  $      47,701.76 

DACB-MOB-120024 MOBILE ELECTRIC DROP ARM CRASH BEAM 24' – 27’ ASTM M50  $      49,741.06 

MOBILE ELECTRIC DROP ARM CRASH BEAM, ASTM M30 (K-4) – SIN 34290L 

DACB-MOB-40012 MOBILE ELECTRIC DROP ARM CRASH BEAM 12' – 15’ ASTM M30  $      45,200.00  

DACB-MOB-40016 MOBILE ELECTRIC DROP ARM CRASH BEAM 16' – 19’ ASTM M30  $      47,500.00  

DACB-MOB-40020 MOBILE ELECTRIC DROP ARM CRASH BEAM 20' – 23’ ASTM M30  $      49,800.00  

DACB-MOB-40024 MOBILE ELECTRIC DROP ARM CRASH BEAM 24' – 27’ ASTM M30  $      52,100.00  

DACB-MOB-40028 MOBILE ELECTRIC DROP ARM CRASH BEAM 28' – 31’ ASTM M30  $      54,600.00  

DACB-MOB-40032 MOBILE ELECTRIC DROP ARM CRASH BEAM 32' – 33’ ASTM M30  $      57,100.00  

DACB-MOB-40034 MOBILE ELECTRIC DROP ARM CRASH BEAM 34' ASTM M30  $      59,800.00  

B1-SOL 

SOLAR POWERED BARRIER OPTION (contains two (2) 195-watt solar 
panels, charge controllers, meter face, power inverter).  Includes 
cables, connectors, breakers, misc. parts and installation on newly 
ordered units.  

 $      13,420.65 
 

 
INSTALLATION   
GSA Product Number Product Name GSA Price 

MOBILE ELECTRIC DROP ARM CRASH BEAM – INSTALLATION – SIN 238910 

DACB-MOB-INS12 
MOBILE ELECTRIC DROP ARM CRASH BEAM 12' – 15’;  
ASTM M50 OR ASTM M30  $        5,851.89 

DACB-MOB-INS16 
MOBILE ELECTRIC DROP ARM CRASH BEAM 16' – 19’;  
ASTM M50 OR ASTM M30  $        6,029.22 

DACB-MOB-INS20 
MOBILE ELECTRIC DROP ARM CRASH BEAM 20' – 23’;  
ASTM M50 OR ASTM M30  $        6,206.55 

DACB-MOB-INS24 
MOBILE ELECTRIC DROP ARM CRASH BEAM 24’ – 27’;  
ASTM M50 OR ASTM M30  $        6,383.88 

 

 

 

 
 

 

 
BARRIER1 SYSTEMS – GSA PRODUCT CATALOG & PRICING 
 

MOBILE ELECTRIC DROP ARM CRASH BEAM – www.barrier1.us/products/drop-arm-mobile   
 

BOLLARDS – www.barrier1.us/products/bollards    
 

http://www.barrier1.us/products/drop-arm-mobile
http://www.barrier1.us/products/bollards
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FABRICATION, ASSEMBLY, COMPONENTS, & CONTROLS  
GSA Product Number Product Name GSA Price 

SHALLOW MOUNT BOLLARDS – SIN 34290L 

SMB-400 K4 SHALLOW MOUNT BOLLARDS (ASTM M30)     $         2,192.69 

SMB-800 K8 SHALLOW MOUNT BOLLARDS (ASTM M40)     $         2,528.73 

SMB-1200 K12 SHALLOW MOUNT BOLLARDS (ASTM M50)     $         2,837.28  

 
 GSA Product Number Product Name GSA Price 

SET AND POUR BOLLARDS – SIN 34290L 

SPB-400 K4 SET AND POUR BOLLARDS (ASTM M30)     $         2,314.66 

SPB-1200 K12 SET AND POUR BOLLARDS (ASTM M50)     $         2,837.28  

 

INSTALLATION   
GSA Product Number Product Name GSA Price 

SHALLOW MOUNT BOLLARDS – INSTALLATION – SIN 238910 

SMB-400-INS K4 SHALLOW MOUNT BOLLARDS (ASTM M30)     $            966.45 

SMB-800-INS K8 SHALLOW MOUNT BOLLARDS (ASTM M40)     $            966.45 
 

GSA Product Number Product Name GSA Price 

SET AND POUR BOLLARDS – INSTALLATION – SIN 238910 

SPB-400-INS K4 SET AND POUR BOLLARDS (ASTM M30)     $            643.83 

SPB-1200-INS K12 SET AND POUR BOLLARDS (ASTM M50)     $            864.48  
   

BOLLARD COVERS AND ACCESSORIES 

 

 

 

 

BARRIER1 SYSTEMS – GSA PRODUCT CATALOG & PRICING 
 

GSA Product Number Product Name GSA Price 

BOLLARD COVERS AND ACCESSORIES – SIN 34290L 

B1-SS-BC STAINLESS STEEL BOLLARD COVERS     $            819.00 

B1-DECO-BC CONCRETE OR DECORATIVE BOLLARD COVERS     $            625.00 

B1-TP-BC THERMOPLASTIC BOLLARD COVERS     $              87.00 

B1-BOL-REB REBAR MATERIALS FOR BOLLARDS     $            155.00 

ELECTRIC WEDGE BARRIER – www.barrier1.us/products/electric-wedge    
 

http://www.barrier1.us/products/electric-wedge
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FABRICATION, ASSEMBLY, COMPONENTS, & CONTROLS  
GSA Product Number Product Name GSA Price 

ELECTRIC WEDGE BARRIER – SIN 34290L 

WDG-EL-1200 ELECTRIC WEDGE BARRIER (ASTM M50)     $      44,115.87 
 

 

INSTALLATION  

GSA Product Number Product Name GSA Price 

ELECTRIC WEDGE BARRIER – INSTALLATION – SIN 238910 

WDG-EL-1200-INS ELECTRIC WEDGE BARRIER (ASTM M50)     $      15,778.34 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

BARRIER1 SYSTEMS – GSA PRODUCT CATALOG & PRICING 
 

 GROUND RETRACTABLE CRASH BEAM – www.barrier1.us/products/ground-retractable-beam    
 

http://www.barrier1.us/products/ground-retractable-beam
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    FABRICATION, ASSEMBLY, COMPONENTS, & CONTROLS  
GSA Product Number Product Name GSA Price 

GROUND RETRACTABLE CRASH BEAM – SIN 34290L 

GRB-EL-120016 GROUND RETRACTABLE CRASH BEAM, ASTM M50, 16’ – 19’ BEAM      $     59,123.43  

GRB-EL-120020 GROUND RETRACTABLE CRASH BEAM, ASTM M50, 20’ – 23’ BEAM      $     61,775.82 

GRB-EL-120024 GROUND RETRACTABLE CRASH BEAM, ASTM M50, 24’ – 27’ BEAM      $     65,198.99 

GRB-EL-120028 GROUND RETRACTABLE CRASH BEAM, ASTM M50, 28’ – 31’ BEAM      $     68,123.43 

GRB-EL-120032 GROUND RETRACTABLE CRASH BEAM, ASTM M50, 32’ – 35’ BEAM      $     71,183.88 

GRB-EL-120036 GROUND RETRACTABLE CRASH BEAM, ASTM M50, 36’ – 39’ BEAM      $     74,380.35 

GRB-EL-120040 GROUND RETRACTABLE CRASH BEAM, ASTM M50, 40’ – 43’ BEAM      $     77,712.85 

GRB-EL-120044 GROUND RETRACTABLE CRASH BEAM, ASTM M50, 44’ – 45’ BEAM      $     81,194.96 

GRB-EL-120046 GROUND RETRACTABLE CRASH BEAM, ASTM M50, 46’ – 48’ BEAM      $     83,017.63 

GRB-BCP BASIC CONTROLS PACKAGE 

     $     25,934.51  

GRB-ACP ADVANCED CONTROLS PACKAGE 

     $     38,720.40  

GRB-GNR GENERATOR BACKUP      $       9,793.45 
 

B1-SOL 

SOLAR POWERED BARRIER OPTION – (LOW CYCLE APPLICATIONS) 
(contains two (2) 195-watt solar panels, charge controllers, meter 
face, power inverter).  Includes cables, connectors, breakers, misc. 
parts and installation on newly ordered units       $     13,420.65  

 
INSTALLATION   
GSA Product Number Product Name GSA Price 

GROUND RETRACTABLE CRASH BEAM – INSTALLATION – SIN 238910 

GRB-EL-INS16 GROUND RETRACTABLE CRASH BEAM, ASTM M50, 16’ – 19’ BEAM      $     31,375.31  

GRB-EL-INS20 GROUND RETRACTABLE CRASH BEAM, ASTM M50, 20’ – 23’ BEAM      $     31,738.04 

GRB-EL-INS24 GROUND RETRACTABLE CRASH BEAM, ASTM M50, 24’ – 27’ BEAM      $     32,100.76 

GRB-EL-INS28 GROUND RETRACTABLE CRASH BEAM, ASTM M50, 28’ – 31’ BEAM      $     32,463.48 

GRB-EL-INS32 GROUND RETRACTABLE CRASH BEAM, ASTM M50, 32’ – 35’ BEAM      $     32,826.20 

GRB-EL-INS36 GROUND RETRACTABLE CRASH BEAM, ASTM M50, 36’ – 39’ BEAM      $     33,188.92 

GRB-EL-INS40 GROUND RETRACTABLE CRASH BEAM, ASTM M50, 40’ – 43’ BEAM      $     33,551.64 

GRB-EL-INS44 GROUND RETRACTABLE CRASH BEAM, ASTM M50, 44’ – 45’ BEAM      $     33,914.36 

GRB-EL-INS46 GROUND RETRACTABLE CRASH BEAM, ASTM M50, 46’ – 48’ BEAM      $     34,277.08 
 

 

BARRIER1 SYSTEMS – GSA PRODUCT CATALOG & PRICING 
 

 QUICK CONNECT CABLE BARRIER – www.barrier1.us/products/quick-connect-cable    
 

http://www.barrier1.us/products/quick-connect-cable
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  FABRICATION, ASSEMBLY, COMPONENTS, & CONTROLS  

GSA Product Number Product Name GSA Price 

    QUICK CONNECT CABLE BARRIER – SIN 34290L 

QCB-MAN-40016 QUICK CONNECT CABLE BARRIER, ASTM M30, 16’ – 23’ CABLE       $     18,467.00  

QCB-MAN-40024 QUICK CONNECT CABLE BARRIER, ASTM M30, 24’ – 31’ CABLE       $     19,264.99 

QCB-MAN-40032 QUICK CONNECT CABLE BARRIER, ASTM M30, 32’ – 39’ CABLE       $     21,062.97 

QCB-MAN-40040 QUICK CONNECT CABLE BARRIER, ASTM M30, 40’ – 47’ CABLE       $     22,860.96 

QCB-MAN-40048 QUICK CONNECT CABLE BARRIER, ASTM M30, 48’ – 55’ CABLE       $     24,658.94 

QCB-MAN-40056 QUICK CONNECT CABLE BARRIER, ASTM M30, 56’ – 63’ CABLE       $     27,456.93 

QCB-MAN-40064 QUICK CONNECT CABLE BARRIER, ASTM M30, 64’ CABLE       $     30,254.91 

 
INSTALLATION   
GSA Product Number Product Name GSA Price 

QUICK CONNECT CABLE BARRIER – INSTALLATION – SIN 238910 

QCB-MAN-INS16 QUICK CONNECT CABLE BARRIER, ASTM M30, 16’ – 23’ CABLE       $     14,009.07  

QCB-MAN-INS24 QUICK CONNECT CABLE BARRIER, ASTM M30, 24’ – 31’ CABLE       $     14,009.07 

QCB-MAN-INS32 QUICK CONNECT CABLE BARRIER, ASTM M30, 32’ – 39’ CABLE       $     14,009.07 

QCB-MAN-INS40 QUICK CONNECT CABLE BARRIER, ASTM M30, 40’ – 47’ CABLE       $     15,427.71 

QCB-MAN-INS48 QUICK CONNECT CABLE BARRIER, ASTM M30, 48’ – 55’ CABLE       $     15,427.71 

QCB-MAN-INS56 QUICK CONNECT CABLE BARRIER, ASTM M30, 56’ – 63’ CABLE       $     15,427.71 

QCB-MAN-INS64 QUICK CONNECT CABLE BARRIER, ASTM M30, 64’ CABLE       $     15,427.71 
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LABOR CATEGORIES OFFERED  
SIN 238910 Installation and Construction Services of Vehicle Barriers and Security Equipment 

(As required) 

See GSAAdvantage.gov for installation package pricing 

 

Labor Categories Pricing 

General Contractor/Subject Matter Expert $127.05 

Registered Professional Engineer $117.28 

Senior Construction Manager $102.62 

Junior Construction Manager $87.96 

Field Installer $78.19 

Field Construction Technician $68.41 

Field Construction Laborer $48.87 

Electric Controls Installer $78.19 

Electrician $68.41 

Equipment Operator $68.41 

Welder $68.41 

AutoCAD Draftsman $63.53 

Admin/Clerical $43.98 

 

LABOR CATEGORY DESCRIPTIONS 
 
1.  Subject Matter Expert (SME) 
Person with at least 15 years experience with design and installation of security equipment and/or vehicle 
barriers.  Must have BS in engineering or technical field and masters degree or equivalent advanced training.  
This person would serve to solve complex problems, review designs, and perform project overview. 
 
2.  Registered Professional Engineer 
Person with at least 10 years experience with design of security equipment and/or vehicle barriers and 
providing construction oversight.  Must have BS in engineering or technical field and be registered as a 
professional engineer.  This person would serve to design systems, run calculations, coordinate drawings and 
submittals, coordinate with regulators, and inspection construction. 
 
3.  Staff Engineer 
Person with at least 2 years experience with design of security equipment and/or vehicle barriers.  Must have 
4 years BS in engineering or technical field.  This person would assist with system design, run calculations, 
coordinate drawings and submittals, and support construction RFIs. 
 
4.  Construction Manager, Senior Level 
Person with at least 10 years experience with fabrication and installation of security equipment and/or vehicle 
barriers.  Person understands all aspects of fabrication, construction and installation, and operations and will 
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coordinate subcontractors and staff.  Must have 4-year BS in engineering, construction management or 
related field.  This person would serve to review costs, constructability, value engineering, compliance with 
codes, and meeting contract specifications.   Person will oversee construction/installation and schedule. 
 
5.  Construction Manager, Junior Level 
Person with at least 5 years experience with fabrication and installation of security equipment and/or vehicle 
barriers.  Person shall have general understanding of fabrication, construction and installation, and operations 
of the systems.  Must have 4-year BS in engineering, construction management or related field.  This person 
would serve to review costs, constructability, compliance with codes, and meeting contract specifications.   
Person will oversee construction/installation and schedule. 
 
6.  Field Installation Manager / Superintendent 
Person with at least 5 years experience managing construction and installation of security systems and vehicle 
barriers in the field.  Must have completed high school diploma or GED equivalent, plus additional training in 
construction management.  Experience managing daily construction activities, subcontractors and interface 
with regulators is required.  This person works daily in the field. 
 
7.  Field Construction Technician 
Person with at least 2 years experience installing security systems and vehicle barriers in the field.  Skills in 
pouring concrete, grading, layouts, and general field work is required.  Must have completed high school 
diploma or GED equivalent, plus additional training in construction management.  Experience performing 
fabrication, installation, and construction tasks associated with security and vehicle barriers is required.  This 
person works daily in the field. 
 
8.  Field Construction Laborer 
Person with at least 2 years experience in construction and field installation work. This person works daily in 
the field as directed. 
 
9.  Electronics and Controls Manager  
Person with at least 5 years experience with electronics, control systems, programmable logic controllers 
(PLC), radar, panels, cameras, alarms, sirens, and how these electronics are integrated with vehicle barrier and 
security systems.  This person understands design as well as coordinating installation in field.  Testing and 
training systems is critical.  Must have completed high school diploma or GED equivalent, 2-year associates 
degree, plus additional training in electronics.  Experience managing installation activities, subcontractors and 
interfacing with regulators is required.  This person works in office and in the field. 
 
10.  Electrician 
Person with at least 2 years experience with connecting electronics, electrical wiring, and power supply.  Must 
have completed high school diploma or GED equivalent, and electricians license or comparable training.  
Experience installing devices in field, wiring, and knowledge of electrical codes is required.  This person works 
primarily in the field. 
 
11.  Equipment Operator 
Person with at least 2 years experience operating heavy equipment associated with grading, excavating, 
trenching, and lifting.  This includes forklifts, backhoes, track hoes, trenchers, and other equipment.  This 
person works daily in the field. 
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12.  Welder 
Person with at least 2 years experience with welding and metals works.  Must have experience with stick 
welding, MIG and TIG welding, aluminum welding, reading blue prints, grinding, drilling, cutting, and other 
metal works.  
 
13.  AutoCAD Draftsman 
Person with at least 2 years experience in computer aided design and drafting (CADD).  Must understand 
dimensioning, construction drawings, specifications, as-built drawings, and detailing.  Past experience in 
construction layouts and shop drawings is critical.  Must have completed high school diploma or GED 
equivalent, plus associates degree or comparable training in CADD.  This person works daily in the field. 
 
14.  Admin / Clerical 
Person with at least 2 years experience supporting installation and construction work.  This includes 
preparation of project documents, submittals, as-build drawings, copying manuals, making CDs, and other 
support.  Person must be proficient with computer and internet/email.  Must have completed high school 
diploma or GED equivalent, plus additional training in project support role.  This person may work in the field 
or office. 

 


